
When you order a new board please state the serial number of the processor. Then Echo Graphic can 
deliver a board with the same software version as the one originally installed at the processor.

NB: If the software has been updated upon installation please state the version of the actual 
software.

Instructions for mounting the board:

1. Turn off the processor at main switch and eventually lock it with a strip.

Replacement of Main CPU, Panel or Panel Board

All settings and calibrations are saved in the panel board and the main CPU board. Thus you can 
transfer data from the existing board to the new board.

If you are replacing the panel board you should select main as your source.

If your are replacing the main CPU board you should select panel as your source.

Once you have selected main or panel as your source the data transaction will begin. Duration is 
2-3 minutes. Do not turn off the processor while data is being transferred!

Upon finalizing the data transaction you should check that the two boards have the same software 
version. If not, you have the following options:

1. Upgrade to the newest software version on both boards. CPU and PANEL MUST ALWAYS 
HAVE THE SAME SOFTWARE VERISION!

2. The new board receives the same software version as the existing board.

1. Upgrade to the newest software version on both boards (recommended by Echo Graphic)
The newest software version can be found at www.echographic.dk/service. Please follow the instruc-
tions in the manual on page 5-57 and5-58 to download the software. Once the *.rom and *.txt files 
have been downloaded you have to calibrate motors and pumps - see page 5-55 and 5-56 in the 
manual.

2. The new board receives the same software version as the existing board
Please approach Echo Graphic’s service department to receive software by e-mail. To download the 
software you should follow the instructions in the manual page 5-57 and 5-58. Please note that you 
should not download txt file just as it is not necessary to carry out further calibrations once the 

The Panel has been Changed
use the settings from:    MAIN

DIFFERENCES IN SETUP
SELECT SOURCE

The main board has been
changed use the settings from: PANEL

2. Dismount all wires, which lead to the board in 
 question, and then dismount the old board.

3. Mount the new board in the same way as the 
 old board with belonging boards.

4. Turn on the processor. At first the display will 
 show “initializing” and then the following 
 screen will appear:



Special instruction when upgrading from Mk 3 CPU PCB #305116 to MK 4 CPU PCB #305216

Ensure that a PC with the Celis program is availbel.  Mk4  CPU PCB is delivered with Software 
version 4.XX

It is nessasary to upgrade the panel to 4.XX software version. Please note that only the panelcan 
only be upgraded from version 2.XX to ver 4.XX. Further please see the software revision list on 
www. echographic.dk

Important
When upgrading from version 2.xx  to 4.xx the txt file init.txt must be loaded before the new 
“Partno”.txt file is loaded to the system  If it is not loaded the will be a Celis communication error 
during the upload.

Type of Main board: Mk1  MK2  MK3  MK4
    Sw 1.xx Sw 1.xx Sw 2.xx sw 4.xx

Type of Display pcb:     MK1  MK2    MK3  
    Sw 1.xx Sw 1.xx Sw 2.xx and 4.xx

The main PCB board has been updated with software version  ___._____

The panel/panel PCB board has been updated with software version ___._____

The panel/main PCB board is configured with serial no. 0000 0000 

Date of configuration  (DDMDYY) ___-___-______

Echo Graphic A/S
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/For product information, on-line ordering of accessories, 
latest news etc. please visit our homepage: www.echographic.dk


