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SERVICE BULLETIN
Date:  22 June 1999 no. 15

1. In continuation of our service bulletin of 8 April 1999 regarding the new rubber lips we have learned that the
rubber lips, especially the lower lip, in some cases stick to the rollers when the processor has not been running
for a while.
This can cause that the click clutch will activate and in worst cases the list will be ripped off and get stuck in the
dryer rack.
The above mentioned is valid for processors produced in the period between 5 January 1999 and 22 April
1999.

In order to remedy the problem the long rubber flap (A) shall be cut off with a sharp knife. The short flap (B) is
used instead. Please look at figure no. 1. Hereafter the rubber lip should be mounted in the same position as
before. A new rubber lip, which has been cut, can naturally also be ordered at Echo Graphic. The part number
is 7105 and will be delivered free of charge. Please remember to indicate the serial number of the processor
when placing an order.
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2. The speed PCB, which is used in all processors with analogue electronics, is now equipped with a jumper
which enables activation/deactivation of the creep function.
In case that the function is deactivated the rollers will keep on turning for a short period each twentieth minute
in connection with the AOX replenishment. Please look at figure no. 2.
The board will gradually be standard as from 12 March 1999.

The board is backwards compatible meaning that existing boards can be replaced if required. The board has
part no. 911937.

1. Rubber lips

2. New speed board with optional creep speed

Fig. 2.

Jumper A/B: A= No Creep Speed
B= Creep Speed


